
 
                                   Specifi cation            Cat a log

                                               Number                   Section

INSTRUCTIONS         5081         1b

MODEL:  Outdoor Dome Housings

VLP20

PRODUCT INSTRUCTIONS

STANDARD IN STAL LA TION PROCEDURE

INCLUDES MODELS:  VLP20C/T

LINER ASSEMBLIES:  (Optional)
  LS, LSP, LSX, LSXP, and LG.

HEATER / BLOWER - INSTALLED (Optional)
  H1, H2, B1, B2

CONTENTS:
       (1)  Upper housing assembly
       (1)  Acrylic dome
     *(1)  Black inner liner
     *(2)  Liner support arms (metal)
       (1)  Housing packet
  (* with optional liner assemblies only)

1. Remove contents from the box.  

2. Connect ceiling coupling to the ceiling in the desired

    location and screw in 1.5" I.D. American Stan dard pipe  

    (Not included to allow customization of installation). The

    pipe will require 2" of external threads on each end.  

    NOTE:  If desired, the unit can be wall mounted by using

                  WM20 bracket.

3. Bring all necessary electrical connections down through

    the pipe, leaving enough wire hanging out to feed into 

    the housing as it is being con nect ed to the pipe.

4. Thread the upper housing assembly from steps 1 and 2 

    onto the end of the 1.5" pipe the until unit is tight and

    secure.  Seal pipe threads and rubber gasket with 

    silicone.

5. In some applications, you may wish to remove the 

    pan/tilt mounting plate to feed wires into the housing.  

    A rubber band can be used to hold the spacers in place   

    during this assembly.

PAN/TILT AND LINER ASSEMBLIES

     VLPT211 PAN/TILT   

      a.  See pan/tilt instructions for inner liner as sem bly        

       and pan/tilt limit adjustments.
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VICON V3000/ PELCO PT270/280 PAN/TILT 
- (option model LG)
       The "LG" option includes attachment parts to allow either  
       the Vicon V3000 pan/tilt or the Pelco models PT270/280 to 
       be used in the VLP20.

      a.  When using the V3000 unit, remove the existing pivot center

           bolts and tilt motor stops and discard.  Place the 15/16" long 

           nylon spacers in position.  Use Figure 2 to determine which 

           mounting hole on the metal arms is appropriate for your ap-

           plication, and position this hole on the spacers.  Secure spac-

           ers and arms in place with the #8-32 bolts and fl at washers

           provided.  The bolts will not tighten down the liner arms.  This 

           allows the liner as sem bly to pivot in de pen dent ly of the tilt head

           (Figure 3).      

      b.  When using the Pelco PT270/280 pan/tilt, mount the PUB 

           bracket to the drive motor using the (2) #10-32  bolts  provided

           (Figure 4).  Be certain that the bracket is oriented so that the

           cylindrical base of the pan/tilt is in the center of the hole on the 

           bracket.  Attach metal arms to PUB (Figures 2 and 4).

 5. Connect the drive motor to the quick release plate.  Make sure

     that the pan/tilt is attached to the quick release plate on the same 

     side as the slide latch fas ten ers.  Position the fasteners on the 

     quick release plate over the bushings on the mounting bracket 

     already secured to the housing. Engage the slide latch fasteners 

     and secure with the (2) #8-32 bolts.

6.  Connect camera and lens to the drive motor and complete all 

     video and electrical con nec tions.  Refer to the drawing below.

     Place the black terminal block cover over the white clips on the 

     terminal block and press into place.

7.  If you are using a liner, attach it to the metal arms using the (4) 

     black nylon push screws.

8.  Fasten the wire cable located on the dome fl ange to the hook 

     riveted to the inside lip of the upper housing.  This is used to sup-

     port the dome while ser vic ing.  If extended service is required, 

     remove the dome and place in a protected area.

VIDEO AND ELECTRICAL CONNECTIONS

1.  Use the diagram below to complete elec tri cal con nec tions.   

     HT 36121 and BT 36122 are rep re sen ta tions of the thermostats

     for the heater strips and the blower.

2.  We recommend that as much of the heater and blower wiring (as

     possible) be routed un der neath the wings of the mounting bracket.  

     Use the plastic adhesive clips to secure the wiring in place.  This 

     is done to prevent the excess wiring from snagging the camera 

     and coax leads as the camera pans and tilts inside the housing.

Figure 5

Figure 3

Figure 4




